
HYDRAsub®-MBR  

Membrane bioreactor (MBR) technology is gaining worldwide acceptance as the 
technology of choice for municipal and industrial wastewater treatment. HYDRAsub® - MBR 
technology offers lower footprint and superior effluent quality in a design that is easy to 
service and maintain.

State of the Art MBR Technology
Alternative to conventional treatment
Supported PVDF capillary fiber
Highly chlorine tolerant membrane
High flux/low pressure operation
Greatly reduced footprint as compared to conventional treatment

Hollow Fiber Membranes for Membrane Bioreactor Applications in 
Wastewater Treatment

Worldwide sales and field service team
Proven engineering history
Membrane system design support
Integrated Membrane Solutions (IMS) Design services available 

State of the Art Customer Support

State of the Art Design
Module engineered for ease of service
Self-supporting elements
Robust fiber with excellent mechanical strength and durability
Large inner diameter offering low permeate pressure drop along the lumen
Permeate pulled from the top and bottom of element providing uniform fouling and cleaning
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HYDRAsub®-MBR Competitive Advantages

High flux, competitive design
Low energy consumption
Small Footprint
No backwash
Low chemical consumption, simple cleaning procedure
Low pressure operation

HYDRAsub® MBR Product Offering

HSM500-ES HYDRAsub®-MBR Fibers
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Part Number      Membrane Area (m2)
HSM250-ES       250
HSM500-ES       500
HSM750-ES      750
HSM1000-ES     1000
HSM1500-ES     1500
*Modules include cage, elements, permeate adapters and air diffusers


